
Automotive and Mechanical Parts 
Packaging Guidelines and Designs
Responsible packaging can save you money and improve 
the safety and handling of your shipments. Follow these 
tips and design recommendations.
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Packaging Freight Shipments
Shipments that qualify as freight must be packaged 
accordingly. See the current FedEx Service Guide to 
determine if your shipment qualifies as freight. 

You must package your freight shipments to allow for 
stacking of other packages on top of your shipment. 
Make sure your freight shipments are banded and 
stretchwrapped to the pallet, with the bands running in 
both directions. (Pallet loads secured with only stretch-
wrap are not acceptable.)

Avoid corrugated pallets or wood pallets without 
bottom boards. You must secure all freight shipments 
weighing 151 lbs. or more on a forkliftable base,  
compatible for pallet-jack usage. The minimum  
specifications for a typical base for forklift or pallet-jack 
configuration are illustrated here.

For detailed information on preparing freight shipments, 
refer to Packaging Guidelines for Shipping Freight at 
fedex.com/us/services/packageshipment/ 
preparing/.

Corrugated 
tube or sleeve 
“hold down” 
(275# C flute)

Fascia- (Bumper Cover) Pack Design

Corrugated 
outer container 
(275# BC flute)

This design protects the fascia from scratches and abrasions. 
Additional poly-bag surface protection is optional.

Before shipping, place the fascia inside a 275# BC flute corrugated 
full-overlap shipping container. Then place inserts and the tube or 
sleeve into position.

Corrugated insert 
(275# C flute)

Sonoco’s 
Sonopost® 
Technology

Trim or Molding Pack Design

Corrugated 
outer tube 
(minimum of 
275# C flute)

This rigid outer package design protects the pre-paint trim or moldings 
from scratches and bending.

Trim Sonopost to fit the part length. Insert the covered trim or molding 
into the corrugated outer container and tape both ends with minimum 
2"-wide pressure-sensitive plastic tape.

Call 1.800.377.2692 for information on Sonoco’s Sonopost Technology. 

Minimum Freight Specifications, Typical Base, 
Forklift or Pallet-Jack Configuration

Angleboard

70-gauge
stretchwrap

Cartons
stacked squarely

No overlap
of base

Banding 
through voids

Pieces up 
to 2,200 lbs.

27" minimum
width, 3-1/2"
minimum 
height for 
pallet jack 
entry
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Sealing and Labeling Instructions
• �When sealing corrugated outer containers, apply at 
least three strips of pressure-sensitive adhesive plastic 
tape that is at least 2" wide to both the top and  
bottom of the carton. 

• �Tape all seams or flaps using the H taping method.

• �Place the shipping label on the top of the largest side.

• �When shipping parts that cannot be packaged in  
corrugated outer containers, tag them appropriately.

• �Tag wrapped and padded parts with a FedEx non- 
conveyable tie-on tag and adhere the shipping label  
to the tie-on tag.

• �Request tie-on tags, cable ties or tire/crate labels at 
fedex.com or call 1.800.GoFedEx 1.800.463.3339. You 
may also contact your account executive for supplies.

Contacts and Resources
• �How to Pack guidelines at fedex.com/us/services/

packageshipment/preparing/.

• �FedEx Packaging Services lab,  
packagingservices@fedex.com or 1.800.633.7019.

• �FedEx Dangerous Goods/Hazardous Materials  
Hotline, 1.800.GoFedEx 1.800.463.3339 (say  
“dangerous goods”).

• ��FedEx Service Guide at fedex.com/us/services  
for additional handling surcharge information.

Bubble Wrap is a registered trademark of Sealed Air Corporation. Sonopost is a registered trademark of Sonoco Products Company.

NOTICE: This packaging brochure is provided to FedEx customers to help reduce loss or damage due to improper packaging. It is NOT intended to be a comprehensive guide for packaging  
items we accept for transit. We make no warranties, expressed or implied, regarding this information. Proper packaging is the sole responsibility of the shipper. For more information and additional  
guidelines, go to the packaging tips page on fedex.com/us/services/packageshipment/, e-mail packagingservices@fedex.com or contact FedEx Packaging Services at 1.800.633.7019. Refer to the  
current FedEx Service Guide for terms, conditions and limitations applicable to FedEx® delivery services.
© 2008 FedEx	 30905PL

While we cannot ensure 
compliance with markings 
such as up arrows or 
“This End Up,” properly 
placing the shipping label 
increases your chance for 
the preferred orientation.

H taping method
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